$FILES

Ei | sECTION counTy | JOTAL [SHEET
MOUNTING PLATE g o0k 24 5
T0P & BOTTOM AS PER——] O ©) NOTES: NOTES: ' T0 STA
MANUF ACTURER 4 — =2t STA. ] STA
== 2 FED. ROAD OIST. N0 [ILLINOIS| FED. AID PROJECT
_/ L STANDOFF 1. ELECTRIC SERVICE PANELS SHALL BE CONSTRUCTED TO U.L. STD 508, - £ GROUNDING SYSTEM
T e ALt N e //—PANELEOARD INDUSTRIAL CONTROL PANEL, AND CARRY THE U.L. LABEL. E . e s Condvoct WA
L PRESSURE e HANDHOLE COVER
AN AN eToR, T1P. 508, NAT 2. ALL WIRING SHALL BE NEATLY ORESSED AND SUPPORTED. gy L 1. THE GROUNDING SYSTEM SHALL CONSIST OF AN INSULATED CONDUCTOR
CONTINUOUS PIANO HINGE W o] BL Y IseoNNECT T V % N TYPE XLP, NO. 6 AW.G., STRANDED COPPER TO BE INSTALLED IN
\ Ll 154 ’ﬁAIN Az RACEWAYS. THE GROUNDING CABLE SHALL BE INSTALLED
] DISCONNECT IN A CONTINUOUS MANNER AS SHOWN ON THE CABLE PLAN PROVIDED.
- L_FUSE, KLKR 1/4 A — ALL GROUNDING CONDUCTORS SHALL BE BONDED TO METAL ENCLOSURE
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374 (20mm) GALV. CONDUIT— /<“? 2/C (NEUTRAL-WHITE, PHASE-BLACK)
ELECTRICAL SERVICE TO L i i 4. THE CONTRACTOR SHALL PROVIDE A GROUND CABLE WITH CONNECTORS
TRAFFIC SIGNAL CONTROLLER - - / UL LISTED GROUND BETWEEN THE HANDHOLE COVER AND HANDHOLE FRAME.
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HANDHOLE COVER & FRAME - GROUNDING DETAIL
(NOT TO SCALE)

2) 172" x 1 1/4” STAINLESS STEEL BOLT WITH SPLIT LOCK
WASHER AND NYLON INSERT LOCKOUT WELDED TO —»
FRAME AND TO COVER. (TYPICAL)
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HEAVY DUTY COPPER COMPRESSION
GROUNDING TERMINAL. (TYPICAL)

EXISTING HANDHOLE — GROUNDING CABLE
FRAME AND COVER (PAID FOR SEPARATELY)

EXISTING HANDHOLE COVER & FRAME - GROUNDING DETAIL
(NOT TO SCALE)
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HEAVY-DUTY COMPRESSION TERMINAL
(BURNDY TYPE YGHA OR APPROVED EQUAL)
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(BURNDY TYPE GRC OR APPROVED EUAL)

® ALL CLAMPS SHALL BE BRONZE OR COPPER, UL AFPROVED.

© GROUND CABLE SHALL BE LOOPED OVER HOQOKS IN THE HANDHOLES
6.5’ (2.0m) SLACK SHALL BE PROVIDED IN SINGLE HANDHOLES
137 (4.0m) OF SLACK SHALL BE PROVIDED IN DOUBLE HANDHOLES.
5 (1.4m) OF SLACK SHALL BE PROVIDED BETWEEN FRAME AND COVER.

ACCESS COVER
GROUND LUG
(BURNDY TYPE KC, K2C,
OR APPROVED EQUAL)

HEAVY-DUTY GROUND ROD CLAMP

GROUNDING ELECTRODE CONDUCTOR
1/C #6 GROUND (GREEN COLCR CODED)

HEAVY DUTY GROUND ROD CLAMP,

EXOTHERMIC WELD,

EQUIPMENT GROUNDING
1/C *6 GROUND (GREEN COLOR CODED)—"

OR U.L. APPROVED CONNECTOR.
(TYPICAL FOR ALL GROUND RODS}
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'MAST ARM _POLE /POST-GROUNDING DETAIL
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\ 3/4” x 10’ (20mm x 3.0m) COPPER
(CLAL‘ GROUND ROD
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